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Introduction 
The Perimeter Marking Kit is used for marking the perimeters of minefields and other hazard areas for short 
periods of time, up to 60 days. After this time they will be replaced by a permanent marking system. 

The marking kit is packed into two disposable Carrying Bags, 17 posts in one bag and the all other items in the 
other bag. The stores are sufficient for laying a 250m length of temporary marking fence. 

The Marking Kit Consists of: 
Description Quantity Part Number 
Post and Tape Holder 17 9905-99-796-4059 
Spike, Ground 19 9905-99-796-4060 
Disc, Ground 17 9905-99-796-4061 
Sign, Warning, Mines 17 9905-99-796-4062 
Spool and Tape - which include: 2 9905-99-794-4740 
Spool Assembly 1 1345-99-966-9473 
Tape, Tracing, 125m long 1 9330-99-225-1775 
Holder, Spool 1 9905-99-796-4063 
Bag, Carrying 1 9905-99-793-5664 
Bag, Carrying 1 9905-99-793-5665 

 

Laying Method: The perimeter marking kit comprises hazard marking tape strung between posts placed at 
interval of 15 metres along the line of the fence. At any change of direction the posts are to be braced with a guy. 
Whenever possible the marking tape should be attached to permanent features such as trees or existing fences. 
A mallet is recommended for driving in the ground spikes (not included in the kit). 

Posts:  
• Select the most flat and firm ground close to the required post position. 
• Position the base plate on the ground, flange down. Anchor it by inserting the ground spike through the central 

hole and driving it down until the flange rests on the base plate (figure1). 
• Push the post well down over the base plate spigot ensuring that it is a firm fit and that the slot in the top of 

the post points in the direction of the fence (figure 2). 

Marking Tape: To lay the tape, attach the spool holder to a spool and pay out the tape. At each post, push the 
tape into the retaining slot and bunch it into the small holes (figure 3). 

Guying: At any change in direction the post is to be braced with a guy. Spare ground spikes are provided for 
anchors (figure 4). 

Hazard Sign: Clip the hazard signs to the tape in between each pair of posts (figure 5). 

Guidance Diagrams Overleaf  
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